PLAN CO-ORDINATES & ROCKER PIPE END TO BE CAPPED TO ENSURE
1. ALL DIMENSIONS ARE IN MILLIMETRES (mm) UNLESS NOTED OTHERWISE.
1 THE MINIVUM SIZE FOR A GRAVITY FOUL SERVICE CONNECTION SHALL BE 00mm DIAMETER If) |EE \%FLgngESNE?ETSBIgNBY PIPE IS KEPT FREE FROM DEBRIS & VERMIN 1. ALL DIMENSIONS ARE IN MILLIMETRES (mm) UNLESS NOTED OTHERWISE. 1. ALL DIMENSIONS ARE IN MILLIMETRES (mm) UNLESS NOTED OTHERWISE.
2. THE MINIMUM SIZE OF GRAVITY FOUL SEWER SHALL BE 225mm DIAMETER IN GENERAL. GRAVITY ENGINEER PRIOR TO B p bl i S e e A gt i 2 ASFARAS PRACTICABLE, JUNCTIONS AND SERVICE CONNECTIONS SHALL BE BULT IN FOR ALL PLANNED
- mn SLIDING COUPLING CONNECTION ON THE PRIVATE SIDE OF THE CURTILAGE, IF PRACTICABLE, USERS WHEN THE SEWER IS BEING CONSTRUCTED. WHERE IT IS NECESSARY TO MAKE A
SEWERS ON BRANCHES:E;‘S;‘&” ORLESS PROPERTIES TO BE 150mm DIAMIETER SUBJECTTO COMMENCEMENT OF a MAX. 2 No CONSULT WITH UISCE EIREANN ON ALTERNATIVE LOCATIONS. POST-CONSTRUCTION CONNECTION THE DEVELOPER SHALL BRING THE SERVICE CONNECTION TO THE
AGREEMENT WITH UIS WORKS \ 4 MANHOLE 3. Updated Notes INSPECTION CHAMBER, INSTALL THE INSPECTION CHAMBER AND SEAL THE UPSTREAM END UNTIL THE
CONNECTION IS REQUIRED.
3. THE MINIMUM SIZE FOR RISING MAINS SHALL NOT BE LESS THAN 80mm & THE DESIRED MINIMUM
R b L L T Masx. 2 No. x 45° LONG RADIUS 3. THE VERTICAL ANGLE BETWEEN THE SERVICE CONNECTING PIPE AND THE HORIZONTAL SHALL BE WITHIN
BENDS ON SERVICE CONNECTION ° 10 90°
4. EACH PROPERTY SHALL HAVE A SEPARATE WASTE WATER SERVICE CONNECTION. A CONNECTION A = I 4 THE ACCEPTABLE RANGE OF 30° to 90°.
SHALL NOT BE TAKEN FROM AN EXISTING SERVICE CONNECTION . 4. WHERE THE SERVICE PIPE CONNECTION WITHIN THE FOOTPRINT OF THE SELF LAY AGREEMENT IS BEING
[=]
5. FOR SITES WITH HIGH DENSITY DEVELOPMENTS, EARLY ENGAGEMENT IS REQUIRED IN RELATION z . Pkl Tt e S L
TO AGREEING A CO-ORDINATED UTILITY SERVICES LAYOUT PLAN TO ENSURE THAT THE E3. s . :
REQUIRED SEPARATION DISTANCES ARE ACHIEVED BETWEEN THE VARIOUS SERVICES Bal 5. WHERE THE CONNECTION IS BEING MADE TO A SEWER WITH A NOMINAL
IRISH WATER DEVELOPER WASTEWATER SERVICE INTERNAL DIAMETER GREATER THAN 300mm, THE FOLLOWING SHALL APPLY :
RESPONSIBILITY RESPONSIBILITY CONNECTION PIPE
—_—  ———————————————— A. WHERE THE DIAMETER OF THE CONNECTING PIPE IS GREATER THAN HALF THE DIAMETER OF THE SEWER,
NOTE- AN ACCESS MANHOLE SHALL BE CONSTRUCTED TO FORM THE CONNECTION POINT; OR,
WASTEWATER CONNECTION INTERFACE AT SITE BOUNDARY '\;\“l /:'S'(T;E'VEET"‘ESF‘JEFD{/ELESLOFP%E,\;‘T/E ‘A‘AEAQI‘:A"JS";; ;EN%RAU%E#S”%‘;?"N% B. WHERE THE DIAMETER OF THE CONNECTION PIPE IS LESS THAN OR EQUAL TO HALF THE DIAMETER OF THE
GRANULAR SEWER, THEN THE CONNECTION SHALL BE MADE USING A PREFORMED Y-BRANCH FITTING WITH A 45 DEG.
ks COMBINED INTO ONE INSPECTION CHAMBER IN INSTANCES WHERE SLOW BEND TO FORM THE CONNECTION TO THE WORKS.
THERE ARE SPACE CONSTRAINTS.
:A?\;MTS:;’A'A-ESF 'gob’fl‘:#g cm”;é &ﬁgﬂé?ﬁﬁo%ﬁgs‘mﬁ%ﬁl oﬁ 6. CONNECTION USING SADDLES MAY ONLY BE USED IN EXCEPTIONAL CIRCUMSTANCES AND ONLY TO WHERE
i e e e o e INSPeCTIoN THE CONNECTION IS TO AN EXISTING SEWER. CONNECTIONS MADE WITH SADDLE FITTINGS SHALL BE MADE
A o AETER o 1 50MM DIAMETER GUTLET PIRE 19 REQUIRED N BY CUTTING AND SAFELY REMOVING A CORE FROM THE PIPE AND JOINTING THE SADDLE FITTING TO THE
45 ANGLE JUNCTION ers A el g LY S PIPE IN ACCORDANCE WITH THE MANUFACTURER'S INSTRUCTIONS TO ENSURE A WATERTIGHT JOINT. THE

CONNECTING PIPE SHALL NOT PROTRUDE INTO THE SEWERS
OR OBLIQUE PIPE SADDLE

SEE DRAWING STD-WW-04

7. THE USE OF 90° "Y"-BRANCH OR SADDLE CONNECTIONS TO THE SEWER MAY BE ALLOWED, PROVIDED THE
N FOR DETAILS SADDLE OR BRANCH INCORPORATES A SWEPT TEE CONNECTION TOWARDS THE DIRECTION OF FLOW OF
THE SEWER.
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THE SEWER TO THE BOUNDARY IS SET OUT IN 222 = 4 32 ROLLED 45° LONG RADIUS BEND (" —_
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NOTE A:
. D A R L N T oW OF 1. FOR ANY SLABBING WORKS TO BE CARRIED OUT WITHIN THE VICINITY In areas where a High Water Table or Variable water Table is present, Precast Concrete Ring 1. ALL DIMENSIONS ARE IN MILLIMETRES (mm) UNLESS NOTED OTHERWISE.
1. SEPARATION DISTANCES BETWEEN SEWERS ASSOCIATED WITH THE WORKS FROM OTHER UTILITY PIPES AND ACCESSORIES SHALL BE IN ACCORDANCE WITH SECTION 3.5.9 TO 3.5.21 " GRAVITY PIPES WITHOUT PROTECTION SHOULD BE AS FOLLOWS: OF THE PIPELINE, A METHOD STATEMENT IS TO BE SUBMITTED FOR Units which conform to IS EN 1917 and IS 420 may be used in lieu of cast-in-situ concrete. ~ 2. PRE-CAST MANHOLES UNITS: COMPLYING WITH REQUIREMENTS OF
OF THE CODE OF PRACTICE. SEPARATION DISTANCES FOR ALL NEW INSTALLATIONS FROM EXISTING IRISH WATER PIPES SHALL BE AS OUTLINED IN SECTION 3.20 OF THE CODE OF PRACTICE : REVIEW BY UISCE EIREANN The precast concrete wall units shall be a minimum of 125mm in thickness complete with a IS EN 1917 AND IS 420.
’ ' A) sggsolE’;‘j{:"g:cg:?gj:igﬁ;ggg; ASEPTH NOT LESS R { . proprietary watertight sealing system provided as an integral part of the Manhole wall system 3.  THICKER MANHOLE BASES REQUIRED FOR SEWERS IN EXCESS OF
- =TT i i 3m DEEP WHERE THE SIZE IS GREATER THAN THE STANDARD MINIMUM
2 SPE0MC SEPARATON CEARANGE DISTAYCES NXCESS oF IS MIWA i € DED Fon scvores 112 RN iy (TS o Rty L 10 s [T T 2 AR TAP 0 B2 LACED ASOVE THE 5L A1 LN T 0 8 b e i s 3 50 ks o CS0G7 o 5 £ 20, 2o 1D
, f . DIRECTION OF THE PIPELINE -
THE PARTICULAR UTILITY PROVIDERS SHALL BE CONSULTED TO DETERMINE THESE MINIMUM SEPARATION TRZRL',\,("BT:;RRA%ER:,\T&,%T,%SESVB?TESST(Z\EJ:SSl,:‘ATURE i 2 gg&iﬁ.ﬁg’lgﬁs‘s E:;g\i(v Alternatively, precast concrete ring units shall only be used where the water table is low. The ~ 4. APPROVED PRE-CAST CONCRETE BASES MAY BE USED INCORPORATING
DISTANCES AND EVIDENCE OF THIS CONSULTATION, WITH THE SPECIFIED SEPARATION DISTANCES, ROAD/FOOTPATH SURFACE o g precast concrete units shall comply with the requirements of IS EN 1917 and IS 420, The CHANNELS, BENCHING ETC. SUBJECT TO UISCE EIREANN REVIEW AND
g g b | ACCORDANCE WITH THE CURRENT BUILDING REGULATIONS). &9 3. CONCRETE TO BE GRADE C30/35 RESIN/POLYESTER 4 - g -
| OOV VIO e 2 ) I I 23 concrete surround to the precast concrete wall units shall only be omitted if the Manhole rin; COMPLYING WITH ISEN 1719 AND IS 420.
SHALL BE PROVIDED TO UISCE EIREANN AT DESIGN STAGE. B) DRIVEWAYS, FOOTWAYS, PARKING AREAS AND YARDS WITH = i) MORTAR 30N/mm2 ) P e ° ) 9
HEIGHT RESTRICTIONS TO PREVENT ENTRY BY VEHICLES T T s 29 4. MINIMUM COVER TO STEEL REINFORCEMENT =40mm has a wall thickness of 125mm or more and where a proprietary watertight sealing system is 5. STRUCTURAL DESIGN AND REINFORCEMENT DETAILS TO BE PROVIDED
3. NOTIFICATION IN WRITING IS REQUIRED SHOULD WORKS BE WITHIN THE FOLLOWING DISTANCES FROM AN EXISTING WATER MAIN OR WASTEWATER RISING MAIN [ | WITH A GROSS VEHICLE WEIGHT IN EXCESS OF 7.5 JERE PRI | - provided as an integral part of the Manhole wall system, up to a maximum depth of 4.0m. BY THE DEVELOPER AND SUBMITTED TO UISCE EIREANN FOR REVIEW.
WHERE THE DEPTH OF THE EXISTING INFRASTRUCTURE DOES NOT EXCEED 1.5m:- TONNES - DEPTH NOT LESS THAN 0.75 M. " - T B I3 5. SLABS TO BE DESIGNED FOR USE UNDER A HB25 LOAD IN MANHOLE COVER AND FRAME SHALL 6. MANHOLES GREATER THAN 3m IN DEPTH WILL REQUIRE A DETAILED
BACKFILL REFER TO C) DRIVEWAYS, FOOTWAYS, PARKING AREAS AND NARROW - E 0Z ACCORDANCE WITH BS5400-2. DESIGN TO BE SUBMITTED TO UISCE COMPLY TO IS EN 124 AND BS 7903 (ALL STRUCTURAL DESIGN AND BE SUBJECT TO UISCE EIREANN REVIEW.
HORIZONTAL NOTE 3 FOR DETAILS STREETS WITHOUT FOOTWAYS (E.G. MEWS DEVELOPMENTS) # 5l k= EIREANN FOR ASSESSMENT PRIOR TO INSTALLATION. CLASS D400 COVERS SHALL HAVE MIN. 7. MANHOLE ROOFS SHALL CONSIST OF A REINFORCED CONCRETE SLAB
1m AT EITHER SIDE OF AN EXISTING PIPE LESS THAN 200mm IN DIAMETER. WITH LIMITED ACCESS FOR VEHIGLES WITH A GROSS VEHICLE 500 5219 - FRAME DEPTH 100-150mm) MIN. OPE. OF IN-SITU CONCRETE, C30/37, WITH A MINIMUM THICKNESS OF 225mm
2m AT EITHER SIDE OF AN EXISTING PIPE OF 200mm TO 350mm IN DIAMETER. WEIGHT IN EXCESS OF 7.5 TONNES - DEPTH NOT LESS THAN 0.0 M. 2 3 6. THE SOIL ON WHICH THE SLAB RESTS MUST HAVE A CBR OF 4% OR 600x600mm or 600mm &. SEE NOTES 13, 14 & 15. DESIGNED TO CARRY ALL LIVE AND DEAD LOADS. ALTERNATIVELY,
5m AT EITHER SIDE OF AN EXISTING PIPE OF 350mm OR GREATER IN DIAMETER. D)  DEPTHS OF SEWERS IN GATED ESTATES SHALL BE SIMILAR TO = GREATER. WHERE THE CBR IS LESS THAN 4% THE MATERIAL SHALL FINISHED GROUND LEVEL APPROVED PRE-CAST CONCRETE ROOF SLABS MAY BE USED SUBJECT
w THAT OUTLINED ABOVE. BE REMOVED AND REPLACED WITH IMPORTED GRANULAR MATERIAL — TO UISCE EIREANN REVIEW AND COMPLIANCE WITH IS EN 1917.
WHERE DUCTS OR PIPES ARE TO BE LAID CLOSE TO AN EXISTING WATERMAIN OR SEWER IN THE OWNERSHIP OF UISCE EIREANN. NOTIFICATION IN WRITING SHALL BE PROVIDED A MINIMUM 5 E)  AGRICULTURAL LAND AND PUBLIC OPEN SPACE - DEPTH NOT REINFORCED CONCRETE AS APPROVED BY UISCE EIREANN. Vi 70 Max. COURSES OF GLASS B SOLID 8. COVERS AND FRAMES SHALL BE SUITABLE FOR ROAD AND TRAFFIC
OF 10 DAYS AHEAD OF ADVANCEMENT OF THE WORK. THIS ALSO APPLIES WHERE THE DEPTH OF THE UISCE EIREANN WATERMAIN OR SEWER EXCEEDS 1.5m. IN ALL OF THESE INSTANCES, 2 |JARKER TAPE REFER LESS THAN 0.9 M. PROTECTION SLAB ENSNEERINE"ER‘CKS SET IN M30 MORT) 4 675mm MAX. TO FIRST STEE = CONDITIONS SUBJECT TO REVIEW BY UISCE EIREANN.
SPECIFIC WRITTEN APPROVAL WILL BE REQUIRED FROM UISCE EIREANN BEFORE PROCEEDING WITH THE WORK 8l TONOTE 9 FOR DETAILS F)  OTHER ROADWAYS, HIGHWAYS AND PARKING AREAS WITH UNRESTRICTED 7. IF DIRECTION OF PIPELINE AND DIRECTION OF TRAFFIC FLOW ARE TOISEN 998 (PROPRIETARY PRECAST RISER w3 9. 200mm ALL AROUND x 100mm DEEP, C20/25 CONCRETE PLINTH COMPLETE
[z ACCESS TO VEHICLES WITH A GROSS VEHICLE WEIGHT IN PIPE BEDDING 2 No. 1 TONNE LIFTING ANCHORS PARALLEL, THE DIRECTION OF LAY OF THE SLAB IS TO BE AGAINST PIECES BEDDED ON M30 MORTAR MAY BE I B 17 - 4 WITH BULL NOSE FINISH AND TO BE PROVIDED COMPLETE WITH MILD
NOTIFICATION IN WRITING IS REQUIRED SHOULD WORKS BE WITHIN 1.5m DISTANCE OF A WASTEWATER SEWER EXCESS OF 7.5 TONNES - DEPTH NOT LESS THAN 1.2m. 150mm Min. REINFORGED THE DIRECTION OF TRAFFIC FLOW. USED 70 ACHIEVE CORREGT TOP OF COVER Vinleoo S STEEL REINFORCEMENT LINK AROUND COVERS IN GREEN AREAS.
3. CLAUSE 804 / 808 MATERIAL IN ACCORDANCE WITH THE TRANSPORT CONCRETE ~_ DIRECTION OF TRAFFIC FLOW LEVEL 2 No. Max) V=u hr 10. gI;‘L é;‘éﬂ“ﬁgﬁf) LSI%% ﬁﬁvﬁﬁ?{ﬁz USFI'_II:IEFTS E\g Jrg ES}/IE;_&F;E& 1B_|/-:)SNED
REQUIREMENTS SHALL ALSO APPLY TO TRIAL HOLES OR SLIT TRENCHES TO LOCATE THE MAIN OR GAIN GROUND INFO DATA. INFRASTRUCTURE IRELAND SPECIFICATION FOR ROAD WORKS IS TO BE USED AS ( : - Max. .
BACKFILL MATERIAL WHERE THE SEWER MAIN IS LOCATED IN ROADS, FOOTPATHS - @l =y d [ Z [ [l I PRECAST CONCRETE MEASURES BE REQUIRED THEY SHALL BE SUBJECT TO REVIEW
LARGER DIAMETERS >350mm DISTRIBUTION AND TRUNK MAINS, UISCE EIREANN MUST BE NOTIFIED AT LEAST 1 MONTH IN ADVANCE. £ OR WHEN THE NEAREST PART OF THE TRENCH IS WITHIN 1m OF THE PAVED EDGE OF Z DS Sl g . g DIRECTION OF LAY MANHOLE RINGS TO BY UISCE EIREANN.
I THE ROADWAY. CLAUSE 804 / 808 IS TO BE COMPACTED AS PER CLAUSE 802 OF THE 00 [ gy — v . oy ———— 15 420 IN CONJUNCTION 11. ALL CONCRETE TO BE IN ACCORDANCE WITH IS EN 206 : 2013.
DEVELOPERS SHALL ALSO COMPLY WITH ANY NOTIFICATION REQUIREMENTS OF OTHER UTILITY PROVIDERS (ESB, GAS MAIN, TELECOMMUNICATION ETC.). & TRANSPORT INFRASTRUCTURE IRELAND SPECIFICATION FOR ROAD WORKS. CLAUSE — WITH IS EN 1917 : 2004 Min, 120mm 12, ANY SPECIAL ROAD REINSTATEMENT AROUND COVER & FRAME SHALL BE TO ROAD
808 IS TO BE USED WITHIN 500mm OF CEMENT BOUND MATERIALS, CONCRETE MINIMUM TRENCH WIDTH, 75 25 s 8. IF PIPELINE PROTECTION SLAB IS TO BE USED SOLELY FOR IMPACT ’ AUTHORITY'S REQUIREMENTS.
4. DETAILED PROPOSALS, INCLUDING WORK METHOD STATEMENTS, INSURANCE CONFIRMATION AND DETAILS OF WORK COMPLETED OF A SIMILAR NATURE MUST PAVEMENTS, CONCRETE STRUCTURES OR CONCRETE PRODUCTS. OTHERWISE PROTECTION & OVERALL DEPTH OF COVER IS GREATER THAN 1.2m, 13. NEW ROAD CONSTRUCTION & SURFACE FINISH TO BE TO ROAD
BE SUBMITTED TO UISCE EIREANN FOR ITS CONSIDERATION BEFORE AGREEMENT WILL ISSUE. ALL SUCH WORKS IN THE VICINITY OF ARTERIAL WATER MAINS AND SEWERS ilégls/sEE(goJ\LTsAgaBoE gSREcDL:LII-er%Z‘QT(IJ\;ET?-:?}::IEI}gé\xgﬁmgfgﬁﬁafiﬁgﬁs% REDUCED COVER — L’*CEREéf;ég‘iETBEiT\éVSEg&’ﬂi;ﬂnﬁé’: SISL?E&,TOP OF PIPE MAY BE ELASTOMETRIC JOINT SEAL —___ | I z " ﬁt’g?g&gg&i@“fmﬁ"é’;ﬁ}‘mm ROAD REINSTATEMENT TO COMPLY
EIREANN. TOEN 681 S .
! { I .
AL AL S INCLUDE ANY NEGSSSARY PROTECTION FOR WATER MRS, AN BEFORE CONSTRLICTION COMNENGES ON STE. THIS ACREEMENT e R ATEA PROTECTION SLAB DETAIL SECTION A-A T - | PUBL G ROADS" BY THE DEPT OF TRANSPORT. OR TRANSPORT |~
’ h_ THE DEVELOPMENT IS LOCATED, PROVIDES WRITTEN APPROVAL TO THE X | PUBLIC ROADS" BY THE DEPT. OF TRANSPORT, OR TRANSPORT
. = MANHOLE STEPS TO COMPLY WITH IS =] .
PIPE BEDDING REFER TO DEVELOPER TO THE USE SUCH ALTERNATIVE MATERIAL EVIDENCE OF THIS WRITTEN 150mm GRADE C20/25 INFRASTRUCTURE IRELAND REQUIREMENTS.
EN 13101, TYPE D, CLASS 1,
5 égﬁﬁfﬁgiﬁ“&#g&gﬁmggg 'égg%ﬁrgég ?:és\,sfésiéw\‘,‘lggg Xgﬁggmo Dt b NOTE 5 FOR DETAILS APPROVAL TO BE PROVIDED TO UISCE EIREANN IN ADVANCE OF THE GALVANISED MILD STEEL & PLASTIC =1 REFER TO TABLE FOR T——N-SITU CONCRETE 15. IF DEPTH FROM GROUND TO PIPE SOFFIT IS GREATER THAN 6m DEEP, A
COMMENCEMENT OF WORKS. ENCAPSULATED. STEPS ARE REQUIRED PRE-CAST RING DIAMETER SSL:ETERlﬂog‘INEDA 16 SITE SPECIFIC ENGINEERED SOLUTION FOR ACCESS SHALL BE PROVIDED.
6. UNDER NO CIRCUMSTANCES WILL UISCE EIREANN ACCEPT SEWER MAIN INSTALLATIONS UNDER STRUCTURES, EXISTING OR PROPOSED, OR IN CLOSE PROXIMITY TO 4. SELECTED EXCAVATED MATERIAL COMPLYING WITH THE REQUIREMENTS OF TYPE "A" OR TYPE "B" CONCRETE 9. ALL DIMENSIONS ARE IN MILLIMETRES (mm) UNLESS NOTED IN MANHOLES UP TO A GROUND TO PIPE ; ) 16. PROPRIETARY WATERTIGHT PCC MANHOLE RING SYSTENS WITH A WALL
" ANY EXISTING STRUCTURES OR FEATURES THAT WILL INHIBIT ACCESS FOR POST INSTALLATION MAINTENANCE AND ACCESS. ' ACCEPTABLE MATERIALY AS OUTLINED ON CLAUSE 601 OF THE TiI SPECIFICATION vt Sl U i OTHERWISE SOFFIT DEPTH OF LESS THAN 3.0m. MU o i BT oM PRECAST SECTION e = T & A R O e . Y BE
Oy AN R R o S e TS AV e e AREAS Al et ; 10. CONCRETE BED AND HAUNCHES MAY BE REQUIRED TO PROVIDE MANHOLE LADDERS ARE REQUIRED 23 o N SahSE WATER LEVEL A7 THE MANHOLE BEING LOW. & SUBJECT TO REVIEW BY
7. THE MINIMUM CLEAR HORIZONTAL DISTANCES SHOWN BELOW WILL BE INCREASED IF THE DEPTH OF THE SEWER EXCEEDS 3M OR IF THE DIAMETER IS GREATER THAN 375mm. é&%ﬁﬁ RANULAR PIPE SURROUND MATERIAL SUBJECT TO REVIEW BY UISCE Bt G " ADDITIONAL SUPPORT IN POOR GROUND CONDITIONS. PROPOSALS FOR MANHOLES WITH A DEPTH IN 2% CONCRETE MIN. 75mm UISCE EIREANN. REFER ALSO TONOTE A,
S . . sSg . NOIE A.
¢ AGGREGATE OR 101 SINGLE SIZED AGGREGATE TO IS EN 13242. CONCRETE : : OF PIPE & UNDERSIDE OF :
8. THE EXTERNAL FACES OF MANHOLES SHALL BE AT LEAST 0.5m FROM THE EXTERNAL FACE OF THE KERB LINE ° BED. HAUNCH. & SU’!,{%%,:@?WH ERE REQUIRED, SHALL BE TO STD-WW.08. B 11. CONCRETE SURROUNDS SHALL HAVE A MINIMUM THICKNESS OF STEEL TROWEL FINISH AT A 1:30 PRECAST SECTION TO BE SAND/CEMENT FINISH TO SUIT FLOW OF INLETS AND OUTLET.
6. IN SOFT GROUND CONDITIONS (CBR < 5) THE MATERIAL SHOULD BE B4 150mm WITH AN ABSOLUTE MINIMUM DEPTH OF COVER ABOVE THE SLOPE TOWARDS THE CHANNEL MIN. 50mm TO MAX. 300 675mm MAX. TO
9. THE EXTERNAL WALL OF THE SEWER IS TO BE AT LEAST 1.0m FROM THE EXTERNAL FACE OF THE KERB LINE - 2 4 . 50mm . 300mm
" EXCAVATED AND DISPOSED OF IN ACCORDANCE WITH THE WASTE Xz E g EXTERNAL CROWN OF THE PIPE OF 750mm. | N FIRST RING SUNK 100mm Mi FGL ;'5,\?:3 LADDER
MANAGEMENT ACT AND CLAUSE 804 / 808 MATERIAL IN ACCORDANCE WITH “EZo s v mm Min. —~Z _
10. WHERE DESIGN DEVIATES FROM TYPICAL DETAILS, THE LAYOUT SHALL BE SUBMITTED TO UISCE EIREANN FOR REVIEW AND AGREEMENT, WHICH IS TO BE OBTAINED IN WRITING BEFORE WORK COMMENCES. PIPE DIAVMETER - A THE TRANSPORT INFRASTRUCTURE IRELAND SPECIFICATION FOR ROAD X2 12. ALL CONCRETE TO BE IN ACCORDANCE WITH IS EN 206 AND TO BE SELF CLEANING TOE HOLES TO BE —— INTO IN-SITU CONCRETE BASE
WORKS SHALL REPLACE THE EXCAVATED MATERIAL, WRAPPED IN GRADE C16/20 TO IS EN206 PROVIDED WHERE CHANNEL REINFORGED CONGRETE [ 4 congR SLAB
. GEO-TEXTILE WRAPPING. ALTERNATIVELY, SPECIAL PIPE SUPPORT 3 EXCEEDS 600mm WIDE w &
_ MINIMUM TRENCH WIDTH - 6 ARRANGEMENTS, INCLUDING PILING ETC. MAY BE REQUIRED WHERE PR PR . - . voats bl 13. THE HAUNCHES AND SURROUNDS TO BE FORMED USING FORM =~ ——BASE GRADE C30/37 MIN. 600 k]
_71’1 3000mm MINIMUM THE DEPTH OF SOFT MATERIAL IS EXCESSIVE. SUCH ARRANGEMENTS J WORK TO PROVIDE A ROUGH CAST FINISH. INVERT SHOULD BE T e =
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NO OTHER SERVICES TO BE CONSTRUCTED WITHIN THIS ZONE. PIPE BEDDING REFER TO % 054 ): ‘A" (mm) ‘B’ (mm) (See Note 14 above) Max. 600 - Max,, 600
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