. WATER MAIN LAYOUTS SHALL BE ARRANGED IN LOOPS OR RINGS SO AS TO AVOID "DEAD ENDS" OR TERMINAL POINTS. ALL MAINS SHALL

1. ALL DIMENSIONS IN MILLIMETRES (mm) UNLESS NOTED OTHERWISE ;iﬁ’gg‘:ﬁgﬁbggzﬁ* RING TO ACCOMMODATE ONE-BIRECTIONAL FLUSHING OF THE NETWORK. LOOFS SHALL HAVE A MIRUM OF 4 GENERAL NOTES: " 1. ALL DIMENSIONS ARE IN MILLIMETRES (mm) UNLESS NOTED OTHERWISE.
2. THE MINIMUM PIPE SIZE SHALL BE 100mm INTERNAL DIAMETER IN HOUSING DEVELOPMENTS OF 40 AND UP TO 100 HOUSES. DEVELOPMENTS 1. ALL DIMENSIONS ARE IN MILLIMETRES (mm) UNLESS NOTED OTHERWISE ’ [ & 2 ALL BENDS, TEES, DEAD ENDS, ETC. OF PIPELINES TO BE ADEQUATELY
OF 100 HOUSES AND ABOVE SHALL HAVE A MINIMUM PIPE SIZE OF 150mm INTERNAL DIAVETER SPINE AND 100mm BRANCH MAINS. NOMINAL 2. FORCONNECTION TO AN EXISTING MAIN THE CONNECTION SHALL BE AS PER THE PIPE MANUFACTURER'S SPECIFICATION. T e RESTRAINED BY THRUST BLOGKS AS PER DRAWING No. STD-W.28
INTERNAL DIAMETERS OF 80mm AND LESS MAY BE ALLOWED IN SMALLER DEVELOPMENTS BUT NOT WHERE HYDRANTS ARE LOCATED AND 3. ELECTRO FUSION COUPLING TO BE INSTALLED IN ACCORDANCE WITH MANUFACTURER'S INSTRUCTIONS. a g B S e o
ONLY AFTER PRIOR WRITTEN AGREEMENT FROM UISCE EIREANN 4. ALL CONCRETE TO BE IN ACCORDANCE WITH IS EN 206. z z
3. THE MINIMUM PIPE SIZE SHALL BE 150mm IN INDUSTRIAL OR COMMERCIAL DEVELOPMENTS BOUNDARY BOX NOTES 2l z 3. BUTT FUSION WELDING AND ELECTRO FUSION JOINTING OF PIPES
4. EVERY PREMISE SHOULD HAVE A SEPARATE SERVICE CONNECTION. THE USE OF COMMON SERVICE PIPES IS NOT ALLOWED. SERVICE - FUSION WELD SHALL ONLY BE CARRIED OUT BY TRAINED OPERATIVES IN POSSESSION
CONNECTIONS SHALL BE AS SHORT AS REASONABLY POSSIBLE. LONG SERVICE CONNECTIONS (IN EXCESS OF 15m) WILL NOT BE ALLOWED. 1. THE BOUNDARY BOX IS TO BE IN ACCORDANCE WITH THE UISCE EIREANN SPECIFICATION, INCORPORATING A G1.5 MANIFOLD, STOP-TAP, FROST PLUG & NON-RETURN VALVE LONG BODY STUB FLANGE TS0 f OF A CURRENT TRAINING CERTIFICATE, USING FULLY AUTOMATIC
ARIDER MAIN AT THE OPPOSITE SIOE OF THE ROAD TO THE MAIN WATER MAIN MAY BE REQUIRED SUBJECT T APPROVAL FROM UISCE 2. THE BOUNDARY BOX SHALL BE POSITIONED IN PUBLIC SPACE & AS CLOSE AS POSSBILE TO THE PROPERTY BOUNDARY BUT NO PART OR FITTING TO BE WITHIN 225mm OF THE PROPERTY FLANGE WITH BACKING RING ) ee Lonnection APPROVED JOINTING MACHINEIRIGS IN ACCORDANCE WITH THE
EIREANN. SERVICE CONNECTIONS SHALL BE A MINIMUM PIPE SIZE OF 25mm OUTSIDE DIAMETER, 20mm INTERNAL DIAMETER LINE. ADAPTOR y  —— Tvoe 1 MANUFACTURER'S INSTRUCTIONS. THE IDENTITY OF THE PE PIPELINE
5. WATER MAINS SHOULD BE LAID TO PROVIDE THE OPTIMUM CIRCULATION IN THE LOCAL WATER NETWORK. WATER MAINS MAY TERMINATE IN SITE | FLANGED PIPE & BOLTED METER CHAMBER OR 3. THE BOUNDARY BOX SHALL BE LOCATED WHERE IT IS SAFE TO OPEN THE COVER & ACCESS THE STOP TAP OR VISUALLY READ THE METER, i.e. ON A FOOTPATH OR VERGE, & NOT IN A - yp MANUFACTURER SHALL BE MADE KNOWN TO UISCE EIREANN PRIOR TO
ADEAD END ONLY WITH UISCE EIREANN APPROVAL, IN WHICH CASE AN ON-LINE WASHOUT HYDRANT SHALL BE PROVIDED AT THE DEAD END, BOUNDARY ' BLANK PLATE BY DEVELOPER BYPASS METER SYSTEM CARRIAGEWAY | SENO%ES;";\'JS TAPER COMMENCEMENT OF THE INSTALLATION. CERTIFICATION AND TESTING
LOCATED WITHIN A CHAMBER OR KIOSK. SEE NOTE 13 4. THE SURFACE BOX COVER ON THE BOUNDARY BOX SHOULD BE NOT LESS THAN GRADE C (BS 5834:2:2011); & THE BOUNDARY BOX SHOULD BE LOCATED SUCH THAT HEAVIER GRADES OF ! 1P OR Dow (INCLUDING INDEPENDENT THIRD PARTY CERTIFICATION) SHALL BE
6. VALVES SHALL BE ARRANGED IN SUCH A MANNER TO ALLOW THE NETWORK TO BE MANAGED TO ENSURE THAT NO MORE THAN 40 COVER WOULD NOT BE REQUIRED. : (IF REQ ) PROVIDED TO CONFIRM QUALITY ASSURANCE COMPLIANCE. EACH
PROPERTIES LOSE WATER FROM A BURST ON THE SYSTEM, AT ANY ONE TIME ' 5 THE SHAFT OF THE BOUNDARY BOX IS TO BE INSTALLED VERTICALLY, & THE SURFACE BOX/COVER INCLINED TO MATCH THE SURFACE GRADIENT. : JOINT SHALL BE CLEARLY MARKED WITH THE JOINT LOGGED
7. NO DOMESTIC PROPERTY SHALL BE MORE THAN 46m FROM A HYDRANT. HYDRANT DETAILS AND LOCATIONS SHALL BE SUBJECT TO THE I 6. THE BOUNDARY BOX IS TO BE INSTALLED AT A MINIMUM DEPTH OF 600mm (+/- 25mm) TO THE CROWN OF THE INLET & OUTLET FITTINGS ON THE OUTSIDE OF THE BOX sV AUTOMATICALLY ON THE JOINTING MACHINE. A PRINTOUT OF THE JOINT
APPROVAL OF THE RELEVANT LOCAL AUTHORITY FIRE DEPARTMENT. J — 0. I 7. THE SERVICE CONNECTION PIPE SHALL NOT BE WRAPPED AROUND THE SHAFT OF THE BOUNDARY BOX OR BENT IN ANY RADIUS LESS THAN THAT APPROVED BY THE MANUFACTURER DETAILS, WITH A GPS LOCATION OF EACH JOINT, SHALL BE PROVIDED
8. WATER SUPPLY MAINS SHALL BE LAID IN COMMON AREAS AND NOT THROUGH INDIVIDUAL PRIVATE GARDENS OR DRIVEWAYS ETC. . 8 THE PIPE FITTINGS TO THE BOUNDARY BOX SHALL BE APPROVED BY THE BOUNDARY BOX MANUFACTURER ; AND RETAINED FOR QUALITY ASSURANCE PURPOSES.
9. ATHREE-WAY VALVE ARRANGEMENT SHALL BE PROVIDED AT ALL JUNCTIONS, AS A MINIMUM. I 9. THE BOUNDARY BOX SHALL BE INSTALLED HYGIENICALLY & LEFT CLEAN & FREE OF CONSTRUCTION WASTE OR DIRT FOR LATER METER INSTALLATION BY UISCE EIREANN DISMANTLING
10. THE WATER MAIN PIPEWORK TO NEW DEVELOPMENTS SHOULD BE LOCATED AT THE RIGHT HAND SIDE OF THE ENTRANCE TO THE NEW SLUICE ! PLAN CO-ORDINATES 10, BOXTO BE FOUNDED ON 100mm DEPTH OF C12/15 CONCRETE AND SURROUNDED WITH CLAUSE 808 GRANULAR MATERIAL. JOINT ‘ 4. CONNECTING TO EXISTING MAINS IS TO BE CARRIED OUT BY UISCE
/A\ DEVELOPMENT (FROM A VIEW FACING INTO THE DEVELOPMENT) IF POSSIBLE AND WHERE THE PROPERTIES ARE EQUALLY AND REASONABLY | VALVE I & L. OF PIPE END 11, THE DESIRABLE MINIMUM COVER FROM THE FINISHED GROUND LEVEL TO THE EXTERNAL CROWN OF A SERVICE CONNECTION SHALL BE 750mm WITH AN ABSOLUTE MINIMUM DEPTH OF ; DOUBLE FLANGED EIREANN OR AN APPROVED UISCE EIREANN AGENT.
DISTRIBUTED AT BOTH SIDES OF THE ESTATE ROADWAY. . b 600mm FOR SHORT DISTANCES (SUBJECT TO UISCE EIREANN AGREEMENT). THE DESIRABLE MAXIMUM COVER FOR A SERVICE CONNECTION PIPE SHOULD BE 1200mm, WHERE i
11, AIR VALVES TO BE LOCATED AT POINTS WHERE AIR IS LIKELY TO BULD UP. UISCE EIREANN . DEVELOPER TBC PRIOR TO PRACTICABLE { ) NEW FLANGED PLAIN DOUBLEFLANGED | | | DUCTILEIRONPIPE (TO N FLANCED PLAIN 5. WHEN EXISTING AC WATERMAINS ARE PRESENT A SPECIFIC METHOD
12. THE DEVELOPER IS TO LIAISE WITH THE FIRE SERVICES AUTHORITY IN ORDER TO ENSURE FIRE FLOWS ARE AVAILABLE THROUGHOUT THE RESPONSIBILITY RESPONSIBILITY COMMENCEMENT OF 12, CUSTOMER'S DISTRIBUTION PIPEWORK WITHIN THE PREMISES SHOULD BE SUITABLY SIZED TO ACCOMMODATE FLOW FROM 20mm INTERNAL DIAMETER SERVICE PIPE. CROPERTY CUSTOMER EXISTING ENDED DI PIPE c/w ggﬂ&?@?fmps - ARRANGEMENT) THRUST FLANGE  EXISTING STATEMENT SHALL BE SUBMITTED TO UISCE EIREANN PRIOR TO WORKS
DEVELOPMENT. I WORKS 13, WHERE A GRASS VERGE IS NOT AVAILABLE AND A FOOTPATH IS LESS THAN 1.5m WIDE, THE WATERMAIN IS PERMITTED ON THE ROADWAY. NDARY PROPERTY Ac/Cl | THRUST FLANGE E sv AC/Cl/ TAKING PLACE AND SUBJECT TO WRITTEN APPROVAL, DETAILING THE
13. BULK FLOW METERS SHALL BE FITTED IN ALL DEVELOPMENTS WITH A DEMAND IN EXCESS OF 20m? PER DAY. BULK FLOW METERS SHALL 14 THE POSITION OF THE METER DOES NOT REPRESENT THE CHANGE OF OWNERSHIP IN THE SERVICE PIPE. THAT POINT IS NORMALLY AT THE PROPERTY BOUNDARY. Bou uPVC PIPE UPVC PIPE PROTECTION TO BE PUT IN PLACE TO EXISTING MAINS, METHOD OF
HAVE A FAGTORY FITTED AMR AND INSTALLED IN A SUITABLY SIZED GHAMBER. DEVELOPMENTS WITH DEMAND LESS THAN 2007 PER DAY 15, THE BOUNDARY BOX SHALL ACCOMMODATE CONCENTRIC METERS (AND ASSOCIATED DEVICES) TYPICALLY WITH A G1 MANIFOLD TO SUIT DN15 AND DN20 NOMINAL METER SIZES ~—7 ) REMOVAL OF EXISTING AC, METHOD OF DISPOSAL OF EXISTING AC AND
SHALL BE PROVIDED WITH A DEDICATED BYPASS PIPEWORK AND CHAMBER IN ACCORDANCE WITH STD-W-26F TO ACCOMMODATE THE co CTION INTERFACE AT SITE BOUNDARY WHERE A DN25 CONCENTRIC METER IS SPECIFIED, A BOUNDARY BOX WITH A G2 MANIFOLD WILL BE REQUIRED 5 I 1 [P oY i M 1A JAVA e ~ < METHOD OF CONNECTION TO EXISTING AC
RECORDING OF NIGHT FLOWS WATERMAIN CONNECTI 16, BOUNDARY BOXES SHALL BE INSTALLED IN ACCORDANCE WITH MANUFACTURERS RECOMMENDATIONS. UISCE EIREANN APPROVED BOUNDARY w_ v
14. WATERMAINS TO BE LOCATED [N GRASS VERGE . IF GRASS VERGE IS NOT AVAILABLE, WATERMAINS TO BE LOCATED UNDER FOOTPATH 17 WHERE BOUNDARY BOXES ARE TO BE INSTALLED CLOSE TO EACH OTHER A MINIMUM OF 500mm SEPARATION SHALL BE MAINTAINED. seenoTe | BOXAND COVER TOBS 56342 TO BE ALL 6. PIPE MATERIAL REFERENCES AS FOLLOWS:
AWAY FROM KERB. REFER TO STD-W-11 FOR TYPICAL UTILITY LAYOUT. LOCATED AWAY FROM VEHICULAR AXIAL FLANGED AC - ASBESTOS CEMENT
15.WHERE A FOOTPATH IS LESS THAN 1.5m WIDE AND A GRASS VERGE IS NOT AVAILABLE, THE WATERMAIN IS B6ABOVE | | 0ADING WHERE POSSIBLE. STEPPED OR SV DISMANTLING TEE  DOUBLE FLANGED DISMANTLING EE:;:E? ggupum; DI - DUCTILEIRON
PERMITTED ON THE ROADWAY. MAINTENANCE RESPONSIBILITY OF THE WATER SERVICE FLEXIBLE COUPLING JOINT DUCTILEIRON  JOINT Cl - CASTIRON
[ | CONNECTIONS FROM THE WATERMAIN TO THE BOUNDARY IS — MARKER TAPE 225mm Min SEPARATION PIPE PE - POLYETHYLENE
| N — T T T T 0T | N — SET OUT IN THE PIPE MAINTENANCE RESPONSIBILITY DIAGRAMS NEW PE /DI - EXISTING AC/Cl/uPVC uPVC - UNPLASTICISED POLY VINYL CHLORIDE
——" ””IH l | I I e e e ” | I l | | I I I | o — INCLUDED ON THE W WEBSITE @ WWW.WATER IE ROAD lJfI TT=I =TT = TI==T1 ) u gHE-R SRT[-:EFEéRSTOALLEXISTINGPIPE MATERIALS OTHER THAN PE
T I T T T T T I T -
T I | I I T I T I
: T : T : e i i i e N N — e | (TYPICALL AC, DI, CI, uPVC & ST).
— S S S " THIS VALVE TEMPORARY "DEAD END" w w NGE WITH STDW-A4 (D1) AND
] L —— S —— — —— NORMALLY (FOR FUTURE EXTENSION). SITE STD-W-13 T g%"s"EC;gBD e T 7 \Sl%\-/‘;/-?:?;g_ECRHTA%:E;NN/:)(E[CSOHR(?\;N RO A
NOTE:  —— S S —— —  —— CLOSED. REFER TO STD-W-05 FOR DETAIL. BOUNDARY. FORBACKFILLDETAILS Y <~ d £ ¥ = ~ ~ ~ ~ A A1 | b -———— = w
THE POSITION OF THE METER DOES NOT REPRESENT — I — —— T GRANULAR g S
THE CHANGE OF OWNERSHIP IN THE SERVICE PIPE. L—- LI 1 I T I L L1 BACKFILL z z 8. ALL THRUST FLANGES TO BE ADEQUATELY RESTRAINED BY gﬁzﬂsou .
By NORMALLY ATTHE PROPERTY o W‘Z — i THIS DETAIL APPLIES TO WHERE TO MATCH SURFACE FINISH LEVEL z 21— FUSION WELD g;‘;ﬁi‘;ﬁsﬁ DRAWING No. STD-W-28. THRUST BLOCKS N
BOUNDARY e T T T T o THE FINISHED SURFACE IS EITHER OF SURROUNDING AREA. LONG BODY STUB FLANGE :
| S R LI I I I I L1 1 UNBOUND (GRASS VERGE), BRICK — FLANGE |  — WITH BACKING RING ) Tee Connection 9. DOUBLE FLANGED SEPARATION PIPE, UP TO 5m IN LENGTH, MAY BE
I . I . I I . I . I L I . I L I I L I L I PAVING OR MACADAM, & WHERE A NOTE:=- ADAPTOR  F———— ========= REQUIRED TO ALLOW SEPARATION DISTANCE BETWEEN VALVE
S L e . CONCRETE PLINTH I8 REQURED 475mm IN NON TRAFFICKED AREAS THE BOUNDARY BOX CONCENTRIC TAPER Type 2 CHAMBERS
PROPERTY BOUNDARY- T T I I | T I I T I I I I I I I TO SUPPORT THE TOP OF THE APPROX SOLURATLIWREY CUSTOMER
~  — T T T T T T T T T T 1 BOUNDARY BOX ( ) COVER AND FRAME SHALL BE SUITABLE FOR CLASS € DISTRIBUTION UP OR DOWN
a R S e e e S i B S S S B - LOADING IN ACCORDANCE WITH BS 5834-2:2011 SYSTEM (IF REQUIRED) 10 AHIGH LEVEL OF HEALTH & SAFETY PROCEDURES IS REQUIRED WHEN
 —— T T T [ T [ T T T T T 25mm (0.0.) PE SERVICE PIPE. : WORKING ON AC MAINS, & THE OPERATION OF DISMANTLING/ REMOVAL
o B B B B B B s s s s B IN TRAFFICKED AREAS THE BOUNDARY BOX COVER (Max. Length 15m) FITTINGS TO BE APPROVED BY . OF AC PIPES & JOINTS
L1 D R AND FRAME SHALL BE SUITABLE FOR CLASS B INTERMEDIATE JOINTS ON BOUNDARY BOX MANUFACTURER
3 LOADING IN ACCORDANCE WITH BS 5634-2:2011 SERVICE PIPE ARE NOT 1. VALVES SHALL BE ARRANGED IN SUCH A MANNER TO ALLOW FOR THE
FOOTPATH ] ES PERMITTED SEENOTE NETWORK TO BE MANAGED TO ENSURE THAT NO MORE THAN 40
ROAD w & DISMANTLING PROPERTIES LOSE WATER FROM A BURST ON THE SYSTEM AT ANY ONE
5 COVER ELECTROFUSION 10 ABOVE JOINT TIME
u = TRANSITION COUPLER
FopRYEox : DISTRIBUTION SYSTEM A [ierlis 383%155 Téé’yi%?EE o NEW FLANGED PLAIN 12, UNEQUAL TEES MAY BE USED INSTEAD OF CONCENTRIC TAPERS
SURROUND WATER MAIN NEW FLANGED PLAIN DOUBLE FLANGED SUIT VALVE CHAMBER ENDED DI PIPE clvr (WHERE APPLICABLE).
SERVICE PIPE | ENDED DI PIPE c/w DUCTILE IRON ARRANGEMENT) THRUST FLANGE
(Max. Length 15m) } | EXISTING  THRUST FLANGE SEPARATION PIPE sv EXISTING
i | REFER TONOTE 5 oI PIPE S
STD-W-13
WATER MAIN LEGEND
| | / PLAN FOR BEDDING DETAILS O K = 1 i = NN o —
I I SN‘ -5 A2 ] PROPOSED WATER NAN ANCH’OR BLOCKS AND THRUST BLOCKS
- ALL
: : -- EXISTING WATER MAN CONCRETE SURROUND SECTION FLANGED (REFER T0 STO-W.28 FOR GETALS )
Me W) ——— METER (40 HOUSES) LONG BODY SV DISMANTLING DISMANTLING LONG BODY -W-
| | | TO BOUNDARY BOX COVER FLEXIBLE JOINT TEE DOUBLE FLANCED JoInT FLEXIBLE
| | PROPERTY OWNER MAINTENANCE RESPONSIBILITY | sv. @ SLUICE VALVE COUPLING SgPARLATION biPE COUPLING
| MAINTENANCE RESPONSIBILITY OF THE | | SV @ SCOUR VALVE - CUSTOMER —
WATER SERVICE CONNECTIONS FROM THE CONNECTION PIPE IS TO [ ProPeRTY — }
A THEWATERMANTOTHEBOUNDARYIS B C SITE v O HYDRANT _————__ _— BELADSLACKWITHNOKINKS. _— NEW PE/DI- EXISTING DI DISMANTLING DOUBLE FLANGED PE DOUBLE FLANGED
SET OUT INTHE PIPE MAINTENANCE BOUNDARY. | Ay, @ ——— ARVAVE - N s newpe  JOINT SEPARATION PIPE AF TEE SEPARATION PIPE
RESPONSIBILITY DIAGRAMS INCLUDED P y ‘ A PIPE
ON THE IW WEBSITE @ WWW.WATER.IE i // VA VA VA \/\
] - THE LOCATION OF THE WATER MAIN OFF OF THE FOOTPATH MAY BE CONSIDERED HoF DD & 1=
25, BY UISCE EIREANN SUBJECT TO EARLY ENGAGEMENT BY THE DEVELOPER / \ PLACE BOUNDARY BOX IN |
WITH THE CDS DESIGN TEAM. w / | \ FOOTPATH OR GRASS VERGE w w
@k g / > AS CLOSE AS POSSIBLE TO a g
o | £ / / PROPERTY BOUNDARY o o ON-LINE WASHOUT HYDRANT. BLANK FLANGE
SV, = / \ BUT NOTWITHIN 225mm 3 < NORMALLY CLOSED REFER TO STD-W-16 FOR DETAILS.
S o / — g
= & ELECTROFUSIO]
>z z 35 g E | PROPOSED SADDLES / 225mm Min ] [
x S £ = s < / \ |/ TRANSITION z | FUSION WELD z " "
& 5 >z = = E & FERRULES (PUSH \ : i
2 $gzz 23 52 S Lonc 00y aron e TEMPORARY "DEAD-END" DETAIL (FOR FUTURE EXTENSION) - PE
g 5 ou EF 8. %2 [ FITTAPPINGS) SHALL
MAINTENANCE Stgem 8 223 =28 38 | BEMADE FROM \ FLANGE | (WITH BACKING RING ) - NEW FLANGED PLAIN DOUBLE FLANGED DOUBLE FLANGED SEPARATION
/[ s < 4 | NON-FERROUS \ ADAPTOR ENDED DI PIPE ciw DUCTILE IRON PIPE c/w THRUST FLANGE
RESPONSIBILITY l | MATERIALIN ] " \ | CONCENTRIC TAPER NEW THRUST FLANGE SEPARATION PIPE  A/F TEE (THRUST BLOCK NOT SHOWN)
A Y ACCORDANCE WITH ELECTROFUSIO| o —_— P OR DOWN DI PIPE
- - A WIS 4-22-02 AND TAPPING TEE | L (IF REQUIRED)
A- B SERVICE PIPE SEE NOTE ABOV 4 | SHALL BE SUITABLE \ g (25 mn OUTLET)- FOR SUSTOMER i~ )0 sy N il )
| FORUSEONAC,CI PE WATER MAIN-ONLY
# \ +Cl, DISTRIBUTION
METER / BOUNDARY BOX UISCE EIREANN ﬂ 4 | HOPE, PVC&DI COUPLER \ voTEm Tee Connection sv
\  PIPEWORK. SADDLE 9 i LONG BODY SV DISMANTLING ON-LINE WASHOUT HYDRANT. BLANK FLANGE
B-C (DISTRIBUTION SYSTEM) PROPERTY OWNER Lz \ BOLTSSHALLBE / \  POYLETHYLENE L . Type 3 : FLEXIBLE NORMALLY JOINT REFER TO STD-W-16 FOR DETAILS.
\  STAINLESS STEEL. (PE) WATER MAIN UISCE EIREANN DISMANTLING
\ \ Pt \ Diswy COUPLING CLOSED
T = = \
INTERNAL PLUMBING PROPERTY OWNER = \ PROPERTY ; " "
R = < Jufoile g . \ \ ’ BOUNDARY BOX PO DOUBLE FLANGED 7T TEMPORARY "DEAD-END" DETAIL (FOR FUTURE EXTENSION) -
7 1o 8 <] \ > / 25mm (0.0 PE SUIT VALVE CHAMBER |
\\ /,’ PIPE STUB FLANGE ARRANGEMENT) : STUB FLANGE
WATERMAIN FOOTPATH \. /. (WITH BACKING RING). sv sv (WITH BACKING RING)
CONNECTION \ Ov N v EXISTING PE PIPE EXISTING PE PIPE
INTERFACE. ROAD N / ~N———— =
(SEE DETAIL ABOVE,) SEE NOTE N \ / THE CONNECTION PIPE IS TO BE LAID SLACK WITH — —ipRO il W 7 € — A
[-1 ABOVE ~—— NO KINKS TO MANUFACTURER'S SPECIFICATION. [ v
8UILDING (Max. Length 15m) ALL FUSION
7 INTERMEDIATE JOINTS ARE NOT PERMITTED ON WELD FLANGED WELD
PLAN CONNECTION PIPE BETWEEN TAPPING TEE AND DISMANTLING  poygle FLANGED ~TEE  DOUBLE FLANGED DISMANTLING
TYPICAL LAYOUT OF SERVICES IN FOOTPATH / ROAD FORD.I. FOR POLYETHYLENE ( PE) BOUNDARY BOX. JOINT DUCTILE IRON DUCTILE IRON JOINT
SEPARATION PIPE SEPARATION PIPE
WASHOUT
HYORANT JUNCTION ARRANGEMENT | WHERE SUCH AREAS ARE AVAILABLE - SEE NOTE 15 WATER MAINS WATER MAIN ONLY NEW PE - EXISTING PE
O ONS AND D OPER SER CONNECTIONS AND DEVELOPER SERVICES CONNECTIONS AND DEVELOPER SERVICES CONNECTIONS AND DEVELOPER SERVICES
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1. ALLDIMENSIONS IN MILLIMETRES (mm) UNLESS NOTED OTHERWISE.
1. ALL DIMENSIONS ARE IN MILLIMETRES (mm) UNLESS NOTED OTHERWISE 1. ALL DIMENSIONS ARE IN MILLIMETRES (mm) UNLESS NOTED OTHERWISE. S SLLICE VALVE CHANBERS S, e SOVERED W APPROVER, HEAVY DUTY NETAL GOVERS T0 1§ 26 OR B8 523, GOVER AND FRAME SHALL BE SUITABLE FOR ROAD
2. THE MINIMUM DEPTH OF COVER FROM THE FINISHED GROUND LEVEL TO THE EXTERNAL CROWN OF THE PIPE SHALL BE 900mm MIN. IN FOOTHPATHS/NON TRAFFICKED AREAS AND 1200mm MIN. WHERE THE 200 445 200 AND TRAFFIC CONDITIONS AND IS SUBJECT TO REVIEW BY UISCE EIREANN
2. ALL BENDS, TEES, DEAD ENDS, ETC. OF PIPELINES TO BE ADEQUATELY PIPE IS TO BE LOCATED IN HOUSING ESTATE ROADS AND OTHER TRAFFICKED AREAS. GREATER DEPTHS OF COVER AND/OR PIPE STRENGTH AND/OR A HIGHER CLASS OF BEDDING MATERIAL MAY BE REQUIRED = 3 SLUICE VALVES SHALL BE RESILIENT SEALED GATE VALVES AND SHALL COMPLY WITH BS 5163.1, BS 5163:2, IS EN 1074-1, IS EN 1074-2, OR EQUIVALENT EU
RESTRAINED BY THRUST BLOCKS AS PER DRAWING No. STD-W-28. WHERE HIGH TRAFFIC LOADING IS ANTICIPATED. THE DESIRABLE DEPTH OF COVER FOR A WATERMAIN IN HOUSING ESTATE ROADS AND OTHER TRAFFICKED AREAS SHALL BE 1200mm, WHERE PRACTICABLE & " SPECIFICATIONS g g . g s
THRUST BLOCKS NOT SHOWN FOR CLARITY. SHOULD NOT EXCEED 3.0m. PRt
3. CLAUSE 804/ 808 MATERIAL IN ACCORDANCE WITH THE TRANSPORT INFRASTRUCTURE IRELAND (TiI) SPECIFICATION FOR ROAD WORKS IS TO BE USED AS BACKFILL MATERIAL WHERE THE WATER MAIN IS . :
3. BUTT FUSION WELDING AND ELECTRO FUSION JOINTING OF PIPES SHALL LOCATED IN ROADS, FOOTPATHS OR WHEN THE NEAREST PART OF THE TRENCH IS WITHIN 1m OF THE PAVED EDGE OF THE ROADWAY. CLAUSE 804 / 808 IS TO BE COMPACTED AS PER CLAUSE 802 OF THE 5. VALVE CHAMBER TO BE CONSTRUCTED OF PRECAST °°”°ERETE “"';:&R;'AG:SDSEH“:L'E:LDWESI quogiggisg‘?mfI[L:T%:?S:Sé?f;:gsmiAchr?s?:TAggiR
ONLY BE CARRIED OUT BY TRAINED OPERATIVES IN POSSESSION OF A TRANSPORT INFRASTRUCTURE IRELAND (TIl) SPECIFICATION FOR ROAD WORKS. CLAUSE 808 IS TO BE USED WITHIN 500mm OF CEMENT BOUND MATERIALS, CONCRETE PAVEMENTS, CONCRETE STRUCTURES J UNITS MAY ALSO BE USED, SUBJECT TO REVIEW BY UISCE EIREANN. g
CURRENT TRAINING CERTIFICATE, USING FULLY AUTOMATIC APPROVED OR CONGRETE PRODUCTS. OTHERWISE CLAUSE 804 MAY BE USED. ALTERNATIVE BACKFILL MATERIAL TO THAT DESCRIBED ABOVE (CLAUSE 804 OR CLAUSE 808) OF THE PIPE TRENCH WILL ONLY BE ALLOWED 8 REINFORGED CONCRETE SLAB OF IN-SITU CONCRETE, GRADE C30/37, WITH A MINIMUM THICKNESS OF 150mm. ALTERNATIVELY, PRE-CAST CONCRETE ROOFS MAY BE
JOINTING MACHINE/RIGS IN ACCORDANCE WITH THE MANUFACTURER'S BY UISCE EIREANN WHERE THE ROADS AUTHORITY IN WHOSE FUNCTIONAL AREA THE DEVELOPMENT IS LOCATED, PROVIDES WRITTEN APPROVAL TO THE DEVELOPER TO THE USE SUCH ALTERNATIVE USED, SUBJECT TO UISCE EIREANN REVIEW, & COMPLIANCE WITH IS EN 1817 & IS 420. PCC CHAMBER RISER UNITS SHOULD BE INTERLOCKING WHEN STACKED TO
INSTRUCTIONS. THE IDENTITY OF THE PE PIPELINE MANUFACTURER MATERIAL. — PREVENT LATERAL MOVEMENT OF INDIVIDUAL UNITS.
SHALL BE MADE KNOWN TO UISCE EIREANN PRIOR TO COMMENCEMENT ' |SCE EIREANN. 6. CONCRETE CHAMBERS SHALL BE SURROUNDED BY A MINIMUM OF 150mm COMPACTED CLAUSE 808 MATERIAL.
e o AT et 4 SELECTED EXGAVATED WATERIL NAY B2 UBED IV GRES LD AREAS ARV GRANALAR PIPE SURROUND NATEUAL SUBLECT To REVIEW A Y e T R P e e B AR ASAER o £ R 00 oV 5 B PLACCCEE WTB 1 22121,
P R e Tt LW + FIPE BEDDING SHALL CONPLY WITH WIS 4052 -08- mm TO 5mm (% %4) mm & FINISH 8  200mm ALL AROUND, 100mm DEEP CONCRETE PLINTH AROUND COVERS IN GREEN AREAS, A ———
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BLOCKS AS PER DRAWING No. STD-W-28. THRUST BLOCKS NOT SHOWN 5 TO NOTE 9 FOR DETAILS " BACKFILLING DETAILS 9 9 BACKFILLING DETAILS
DISMANTLING it o == - @ _ ﬁ - 1 g
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